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NOISE SOURCE PLOT PLAN
W SV SCHEDULE AND DESCRIPTION OF

GRADING ACTIVITIES

CONSTRUCTION PHASING:

THESE ARE INTENDED AS CUSTOM BUILDING
PADS.  THEREFORE, ALL GRADING
CONSTRUCTION WILL TAKE PLACE IN ONE
PHASE PER PROPOSED PARCEL. HOWEVER, IT
IS POSSIBLE THAT BOTH PARCELS COULD BE
GRADED TOGETHER AT THE SAME TIME
SHOULD A DEVELOPER DESIRE TO GRADE
BOTH PADS IN A SINGLE PHASE.

HOURS OF OPERATION:  7:30AM TO 5:00PM

ROCK PROCESSING AND BLASTING IS NOT
ANTICIPATED ON THIS SITE.

EARTHWORK:  THE GRADING FOR THESE
ZA;IngEsLG’! BUILDING PADS ARE EXPECTED TO BALANCE.
5oy AGRES NET \ ~— NO IMPORT OR EXPORT OF SOIL IS

feys EXPECTED.
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Ay, ENCOUNTERED DURING GRADING OPERATIONS

"\\,_
Y,

=
ZIMAX | EXISTING RESIDENCE

VIA DE FORTUNA

\ THE MATERIAL EXPECTED TO BE

@f/& IS GENERALLY RIPPABLE AND COMPACTABLE
bs AND SHOULD NOT REQUIRE BLASTING
AND/OR ROCK CRUSHING OPERATIONS.
GENERAL CONSTRUCTION EQUIPMENT IS
EXPECTED TO BE USED ON THESE SITES.
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| TAKE APPROXIMATELY 2 WEEKS PER SITE.
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= ﬁé% S PARCEL 2 SHALL COMPLY WITH COUNTY N.O.
N 4.49 ACRES NET

TEMPORARY CONSTRUCTION EQUIP. OPERATIONS:
—EXCAVATOR 585 dBA max. @ 50’
~BULLDOZER (85 dBA mox. @ 50’

~BACKHOE (80 dBA max. @ 50°)
—COMPACTOR (80 dBA max. @ 50°)

~DUMP TRUCK (84 dBA max. @ 50°)

—~FLAT BED TRUCK (84 dBA max @'50°)
—FRONT END LOADER (80 dBA max. @ 50°)
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N57°06°51"W—170.32
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REFER TO FEDERAL HIGHWAY
CONSTRUCTION NOISE HANDBOOK
FOR NOISE LEVELS OF EACH PIECE.

RESIDENTIAL

PASCO LARET SUITER

I & ASSOCIATES

CIVIL ENGINEERING + LAND PLANNING + LAND SURVEYING
535 North Highway 101, Ste A, Solana Beach, CA 92075
ph 858.259.8212 | fx 858.259.4812 | plsaengineering.com
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